ERT Family

ERT-65 PVC |

ERT-65-PVC is a machine tool conceived for inserting all types of rigid base gas-
kets into PCV profiles.
Touch panel for programming mode.

Possibility of 2 modes: only insert mode and insert and cIi[iEing mode.

Using a pneumatic system of insertion the gasket.
Using a pneumatic system of clipping the gasket.
Clipping regulation points in a working cycle.

The cutting is automatic.

The machine body is resistant which ensures its accuracy.

TOUCHSCREEN

ERT-65 PVC

. | —
-

ESB-64058050 C/ Puigbarral, 44 Nau 4F Pol.
Ind. Can Petit 08227 TERRASSA, BARCELONA 5

(SPAIN) r1 ®
1
Tel: (+34) 93 789 29 93 .- -. ‘
Mail: export@rpaluminium.com |
admin@rpaluminium.com caluminium machinery



ERT Family

CATALOG N° EN13008

ERT-65 PVC

Length max. Profile
Height max. profile
Width max. Profile
Motor
Installed power
Working height

Size mm

I Technical Data

6’5 m.

100 mm.

120 mm.

0,55 kW 3/4 CV

Mono 220v 1Kw — 230V -50/60 HZ

940 mm

883 x8062 x1516

Overall Dimensions
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ADDITIONAL MATERIAL

Insertion and clipping system.

Gasket cutter to 90°

Security protections.

Double gasket roll with pneumatic brake.
Installation, use and maintenance.

OPTIONAL MATERIAL

Roller table for exit profiles.
Downloader profiles.
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